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Eurotruss & Total Structures are proud
to present the latest Deck Series.

This model combines strength and durability. With its weight of only 3,2 Ibs/sgft (16kg/m2) it is one of the lightest and strongest
decks in the industry. Guaranteed load capacity of 150 Ibs/sqft on a 8x4ft Deck and 750 kg/m2 on a 2x1m Deck.

$ VSHFLDO ORQJ FHQWHUHG VWHHO SUR0OOH HQVXUHV IXOO VWDELOLW\ DQG D
The Pro Deck is a base for stages, fashion show catwalks, tribunes and conference podiums. All accessories (self-levelling inserts,
barrier clamps, stairs clamps or assembly inserts which can be used to hang curtains or advertising banners) are fastened to the
section: The platform top is made of waterproof plywood with an anti-slip layer which is standard available in black.

You can also choose for a basic plywood deck in multiple colors and even glossy white, black and transparent decks are available
in all imperial and metric sizes.

The platforms can be supported by non-adjustable or telescopic legs which make it possible to smoothly and precisely adjust the
platform height within 5 different height ranges. Thanks to their structure, the platforms can be installed both, outdoors in different
terrains and indoors (inside the buildings, show halls, theatres etc.).



Upgraded stability design

$ ORQJLWXGLQDO EHDP DQG D VSHFL
GHVLIJQ HQVXUHV IXOO VWDELOLW\ D
RWKHU EUDQGYV LQ WKH PDUNHW 7KH
UHGXFHG ZLWK

$ 7C9 FHUWLOFDWH DQG VWUXFWXUD (
PD[LPXP VDIHW\ FRQoUP WKLV KLJK T

New Corner Leg Holder

The new aluminum corner makes a solid leg connection

SRVVLEOH ZLWK D
VI\VWHP WKH OHJ F
<RX ZLOO 0QG PDQ

of 2 pieces and equipped with a knob. We redesigned
and replaced this by a single solid corner cube with a

quick-lock handle. Not only eas

a better connection to secure the legs.

7KH GHFNV DUH GH
light adjustable and / or telesco

Q HDV\ pLS RI WHR
RQQHFWLRQ VWD W
\ OHJ KROGHUV D

ier to use but also offering

VLIQHG WR EH VXSSRUWHG E\ o[HG
pic legs which make it

possible to raise the platform to the desired height.

clamps, stairs, clamps or assembly inserts which can
be used to hang curtains or advertising banners are

- Special profile
All accessories like self-leveling inserts, railing

S i IDVWHQHG WR WKH SUR0OH VHFWLRQ



Black Hexa anti-slip plywood

Pro Deck

Eurotruss & Total Structures are proud to present the latest Deck [HEEINE;
Series.This model combines strength and durability. With its
weight of only 16kg/m2 (3,2 Ibs/sqft) it is one of the lightest and
strongest decks in the industry. Guaranteed load capacity of 750
kg/m2 on a 2x1m Deck and 150 Ibs/sqft on a 8x4ft Deck.

$ VSHFLDO ORQJ FHQWHUHG VWHHO SUROOH HOVXUHV IXOO VWDELOLW\ DOQOG D
OHVV GHpHFWLRQ 7KH 3UR 'HFN LV DEEDSHRNSRGNSAWADTA S ZA 0 ADN AR IONCH D AN CING)
show catwalks, tribunes and conference podiums. All accessories
(self-levelling inserts, barrier clamps, stairs clamps or assembly
inserts which can be used to hang curtains or advertising banners
are fastened to the section: The platform top is made of waterproog
plywood with an anti-slip layer which is standard available in
black.
You can also choose for a basic plywood deck in multiple colors
and even glossy white, black and transparent decks are available
in all imperial and metric sizes.

The platforms can be supported by non-adjustable or telescopic legs which make it possible to smoothly and precisely adjust the platform he

within 5 different height ranges. Thanks to their structure, the platforms can be installed both, outdoors in different terrains and indoors (insid
buildings, show halls, theatres etc.).

@ EUROTRUSS WWW.eurotruss.com
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Pro Deck Metric

7KH SRSXODU (XURWUXVV 3UR '"HFN LQ OH
compatible with the existing Eurotruss Decks.

B3UR '"HFN ,PSHULDO 6L]H

WWWw.eurotruss.com

Pro Deck Imperial

7KH SRSXODU (XURWUXVYVY 3UR "HFN LQ ,P¢
compatible with the existing Eurotruss Decks.

BUR '"HFN ,PSHULDO 6L]H
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Available colors:

Basic Deck

Eurotruss & Total Structures are proud to present the latest Deck
Series.This model combines strength and durability. With its
weight of only 16kg/m2 (3,2 Ibs/sqft) it is one of the lightest
and strongest decks in the industry. Guaranteed load capacity
of 750 kg/m2 on a 2x1m Deck and 150 Ibs/sqft on a 8x4ft
Deck.
6SHFLoOFDWLRQV %DVLF 'HFEN

$ VSHFLDO ORQJ FHQWHUHG VWHHO SU

OHVV GHpHFWLRQ 7KH 3UR 'HFN LV
show catwalks, tribunes and conference podiums. All accessories
(self-levelling inserts, barrier clamps, stairs clamps or assembly
inserts which can be used to hang curtains or advertising
banners) are fastened to the section: The platform top is made
of waterproof plywood with an anti-slip layer which is standard
available in black.

You can also choose for a basic plywood deck in multiple
colors and even glossy white, black and transparent decks are
available in all imperial and metric sizes.

The platforms can be supported by non-adjustable or telescopic legs which make it possible to smoothly and precisely adjust the platform

height within 5 different height ranges. Thanks to their structure, the platforms can be installed both, outdoors in different terrains and indoor:
(inside the buildings, show halls, theatres etc.).

EUROTRUSS WWW.eurotruss.com




Basic Deck Metric

The basic deck in Metric sizing.

Basic Deck Metric

WWWw.eurotruss.com

Basic Deck Imperial

The E basic deck in Imperial sizing.

Basic Deck Imperial
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Scaffolding Integration

Scaffolding integration

Eurotruss introduces the new Scaffolding series consisting
from the Pro Deck and the Eurotruss Layher Beam (ED-LAYB) BUEEIES
This combination enables a fully integration with mobile
scaffolding systems!

Decks with recessed corners

Eurotruss Pro deck with demountable recessed corners can
be easily built on modular scaffolding system directly on the
Eurotruss Event Beam without using any additional adapters.

Eurotruss Layher Beam

Eurotruss Event Beam is a specially designed beam for the
Eurotruss Pro deck which enables fast and full integration
with modular scaffolding systems!

s EUROTRUSS WWW.eurotruss.com




Scaffolding Integration

Pro Deck Layher

Pro Deck Layher

Layher Beam

Layher Adapter

Platform Limiter

It Luptaectaqui qui ra doluptat quia nos eatur simil illuptaqui
repudantios dolorent que nonseque volum ipient.
Aximint velenim qui asse inum et liquat.

Platform Limiter
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Legs & Legs Accessories






Legs & Legs Accessories

Standard Round Legs

7KHVH o[HG OHJV FRPH LQ YDULRXYV
The ordered leg height determines the height of the
platform.

Round Legs Metric Round Legs Imperial

(Height = deck height)

Round Legs + Adjustable foot

Adjustable foot Metric Adjustable foot Imperial
These elements allow construction at different heights.
Adjustable legs enable seamless height adjustment in
small ranges.

(Height = deck height)

Telescopic Legs

7THOHVFRSLF OHJV HQVXUHV D pXHQ
KHLIKW LQ WKH GHoQHG UDQJH

Telescopic Legs Metric Telescopic Legs Imperial

s EUROTRUSS WWW.eurotruss.com



Legs & Legs Accessories

Round Legs with Castor Roung Leg with CastoHeight = deck height)

Round legs with Castors are special designed to use the
Eurotruss Stage Deck for example as a drum riser or movable

platform.

Leg to Leg clamps Leg to leg clamps

Leg clamps are available in two versions; Leg to leg clamps
to clamp two or four legs together and in case you build an
overlap situation than a special clamp for a two-leg connecti-
on is available too.

€ #‘;"‘5
P RS

I

J

Splndle Solution Leg(in/outdoor) Spindle Solution Leg (in/outdoor)

These special supports which you can combine with
standard round legs create a solution to leve a deck system
for use on uneven (outdoor) terrain.

W EUROTRUSS 247
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Handrailing






Handraling outside the stage

Handrails outside the stage

Available on our decking system are the handrails that are mounted on the outside of the stage, with included connectors (knobs) to connect
WKH KDQGUDLOV WR WKH SURoOH WKDW LV PDGH LQ WKH VLGH RI WKH GHFN V\VWHP
DQG RWKHU DFFHVVRULHVY OLNH WKH NLFN WRH ERDUGY DQG VNLUWLQJ SUROOHV

We offer three types of hand rails to mount on the side of the stage: standard aluminum handrails and the same hand rail but with a poly
carbonate transparent screen and heavy duty handrails (also known as child safe) which offers more stability and more strength at side
impact.

I1RWH $ FRPELQDWLRQ RI RXWVLGH KDQGUDLOV NLFN WRH ERDUGY DQG RU VNLUWL

JURRYH LQ WKH SUR0OH ,I \RX ZRXOG OLNH WR XVH ERWK NLFN WRH ERDUGV RU VNI
the up following pages about hand rails that can be mounted on top of the stage (inside rails)

@ EUROTRUSS Www.eurotruss.com
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We offer aluminum handrails that can be used with all standard sizes of decks in metric 200cm and 100cm as well as in imperial 8ft and
IW 7KH KDQGUDLOV DUH YHU\ GXUDEOH DQG DW WKH VDPH WLPH YHU\ OLJKW 7KH L

cases. All handrails are powder coated black.

Productcode Length Height
ED--SHRO-L200 200 cm. 120 cm.
ED-SHRO-L100 100 cm. 120 cm.
ED-SHRO-LS8FT 8 ft. 4 ft.
ED-SHRO-L4FT 4 ft. 4 1t.

*All handrailings are delivered with connectors for deck connection

Productcode Length Height
ED-SHRO-L200-TR 200 cm. 120 cm.
ED-SHRO-L100-TR 100 cm. 120 cm.
D-SHRO-L8FT-TR 8 ft. 4 ft.
ED-SHRO-L4FT-TR 4 ft. 4 ft.

*All handrailings are delivered with connectors for deck connection

Next, to the standard handrails we offer a Heavy Duty handrail, this handrail is child safe and offers more stability and more
strength than the standard handrail. All handrails are powder coated black.

Productcode Length Height
ED-SHRO-L200-HD 200 cm. 120 cm.
ED-SHRO-L100-HD 100 cm. 120 cm.
ED-SHRO-L8FT-HD 8 ft. 4 ft.
ED-SHRO-L4FT-HD 4 ft. 4t

*All handrailings are delivered with connectors for deck connection




New is the feature that the standard handrails can be mounted inside (on top of the stage). It gives it a very professional look and feel when
LW FRPHVY WR EXLOGLQJ VWDJHVY DQG DV WKH SUR0oOH RQ WKH VLGH RQ WKH GHFN L\
PRXQW RWKHU DFFHVVRULHVY RQ WKH VLGH RI WKH GHFN VXFK DV NLFN WRH ERDUGV

To mount the handrails on top of the stage a special adaptor is needed. This adapter is mounted through the deck in the corner side where
WKH OLWWOH GRW FDS FDQ EH UHPRYHG $V WKH GRW LV UHPRYHG WKH DGDSWRU |
hold the handrails. The handrail just can be put on the pivot holder.




We offer aluminum handrails that can be used with all standard sizes of decks in metric 200cm and 100cm as well as in imperial 8ft and
IW 7KH KDQGUDLOV DUH YHU\ GXUDEOH DQG DW WKH VDPH WLPH YHU\ OLJKW 7KH I

cases. All handrails are powder coated black.

Productcode Length Height
ED--SHRI-L200 200 cm. 120 cm.
ED-SHRI-L100 100 cm. 120 cm.
ED-SHRI-LS8FT 8 ft. 4t
ED-SHRI-L4FT 4 ft. 4 ft.

*All handrailings are delivered with connectors for deck connection

Productcode Length Height
ED-SHRI-L200-TR 200 cm. 120 cm.
ED-SHRI-L100-TR 100 cm. 120 cm.
ED-SHRI-L8FT-TR 8 ft. 4 ft.
ED-SHRI-LAFT-TR 4 ft. 4 ft.

*All handrailings are delivered with connectors for deck connection

7R PRXQW WKH KDQGUDLOV RQ WRS RI WKH GHFN V\VWHP D VSHFLDO DGDSWRU LV QI
ving the little dot (cap). The handrail should be put on the pivot holder.

Productcode For use with

ED-SHRI-ADAPTOR Adaptor for mounting on deck




Stairs






We offer two ways to build stairs to your stage platform. Here you see the step-on and build-on solution which requires step decks of 30cm
(12" deep. By using the special spacer and removing the dots (caps) from the deck, a pivot connector can be inserted to mount the stair
OHJV 2Q WKH QH[W SDJH \RX FDQ 0QG WKH UHTXLUHG SDUWV WR EXLOG DQ DGGéRQ

The solution to use the mount on stairways is also possible. Eurotruss offers both solutions!




Special sized steps are available to make stairs from stage decks, to build this Metric sized system you need the special deck, the
DGDSWRU DQG VSHFLDO OHJV WKDW o[DWHV WKH VWDLU DGDSWRU

Productcode Product

EDSF-1x03 Stage deck step 100 x 30cm
EDSF-ADAPTOR Stairs Adaptor

EDSF-HR Modular stair handrail
ED-SHRI-ADAPTOR  Adapter for mounting on deck

Special sized steps are available to make stairs from stage decks, to build this Imperial sized system you need the special deck, the
DGDSWRU DQG VSHFLDO OHJVY WKDW o[DWHV WKH VWDLU DGDSWRU

Productcode Product

EDSF-1,2x03 Stage deck step 4 x 1 ft.
EDSF-ADAPTOR Stairs Adaptor
EDSF-HR Modular stair handrail

ED-SHRI-ADAPTOR Adapter for mounting on deck




Connection of the stair parts
Connection of the railing

Attachment to the deck

* Stairs are standard delivered without the safety railing
Modular stairs with all steps of the same height; available in four different heights. The stairs have adjustable feet which make it

SRVVLEOH WR SODFH DQG OHYHO WKH VWDLUV RQ XQHYHQ VXUIDFHVY 7KH PDWHULDC
made of 15mm plywood.

$ VSHFLDOO\ DQJOHG KDQGUDLO LV DYDLODEOH IRU o[HG VWDLUV WKHUH DUH QR H]
KDQGUDLO ORXQWLQJ WKH KDQG UDLOLQJ WR WKH o[HG VWDLUV LV YHU\ HDV\ DQG |

and the bolts and wing nuts are included.

Productcode For use with

ED-SHRO-STS Modular Stairs (no connectors needed)




Productcode Height
ESD-STS-02 20 cm.
EDS-STS-08I1 8in.

Productcode Height
ESD-STS-04 40 cm.
EDS-STS-161 16 in.

Productcode Height
ESD-STS-06 60 cm.
EDS-STS-241 24 in.

Productcode Height
ESD-STS-08 80 cm.

EDS-STS-321 32in.




* Stairs are standard delivered without the safety railing

Attachment to the deck

$GMXVWDEOH VWDLUY HQVXUH TXLFN DQG VPRRWK DVVHPEO\ 7KH\ DUH PDGH RI KHD
slip plywood. The staircase is self angled because of the movable steps mounted in the frame.




,PSHULDO $GMXVWDEOH 6WDLUV DUH pH[LEOH VWDLUV WKDW FDQ EH XVHG RQ D UDQ
VXSHU HDV\ DQG IDVW XVLQJ DQ $OOHQ NH\ LQ WKH JURRYH RI WKH SURoOH RI WKH

Productcode Height Folded Length
EDS-ADJST-04 40 ~ 60 cm. 91 cm
EDS-ADJST-06 60 ~ 100 cm. 155 cm
EDS-ADJST-08 80 ~ 140 cm. 187 cm
EDS-ADJST-10 100 ~ 180 cm. 251 cm

,PSHULDO $GMXVWDEOH 6WDLUV DUH pH[LEOH VWDLUV WKDW FDQ EH XVHG RQ D UDQ
VXSHU HDV\ DQG IDVW XVLQJ DQ $OOHQ NH\ LQ WKH JURRYH RI WKH SUR0oOH RI WKH

Productcode Height Folded Length
EDS-ADJST-161 16 ~ 24 inches 36 inch.
EDS-ADJST-241 24 ~ 40 inches 61 inch.
EDS-ADJST-321 32 ~ 48 inches 74 inch.
EDS-ADJST-40I 40 ~ 72 inches 99 inch.

For adjustable stairs a special handrailing is available, there is a Left and a Right version as the handrailings have special

connectors already mounted on the product.

Productcode For use with

EDS-ADJST-HRR  Adjustable Stairs Right Side

EDS-ADJST-HRL  Adjustable Stairs Left Side




7KH '"HFN WR 'HFN FODPS LV XVHG WR FRQQHFW WKH
other. The deck to deck clamps ensure a safe and stable stage
construction.

Productcode Material

ED-ACC-DD Galvanized steel & Hard Plastic

The Deck to Deck clamping clamp can be used to connect the deck

SUROOHV WR HDFK RWKHU LQ YHU\ ORZ VWDJH FRQV)
DUH LQVLUWHG LQW WKH SUROOH DQG SXOOV WKHP !
Fasten with an Allen Key.

Productcode Material

ED-ACC-CC Galvanized steel

To level the Decks on an even line you can use the self leveling
insert which levels the decks on one line. Three self leveling inserts
per deck are used for the best result.

Productcode Material

ED-ACC-DL Aluminium

When you want to attach decor or other objects to the stage decks
\RX FDQ XVH WKH DVVHPEO\ LQVHUW VOLGH WKLV L
connect your object or decor to the stage deck with a M8 bolt.

Productcode Material

ED-ACC-SCD04  Galvanized steel

The hand railing link connects the hand railing / barriers together to
create a solid railing.

Productcode Material

ED--SHRO-LINK  Handrailing connector outside deck
ED-SHRO-LINK-C Handrailing connector corner outside deck
ED-SHRI-LINK Handrailing connecter inside deck

ED-SHRI-LINK-C  Handrailing connector corner inside deck




7KH XQLYHUVDO NLFN ERDUG FDQ EH XVHG DV D 6NLUWLQJ 3UR0OH RU WXUQ DURXQ(
6NLUWLQJ 3UROOHY DV D FOLFNéERQ YHUVLRQ RU DGDSWDEOH ZLWK WKH VOLGH LQ D

Productcode Length Comment

ED-KTB-L970 100 cm. To use as Skirt or Kickboard
ED-KTB-L1970 200 cm. To use as Skirt or Kickboard
ED-KTB-L101 104 cm. To use as Skirt or Kickboard
ED-KTB-L204 207 cm. To use as Skirt or Kickboard
ED-KTB-L4FT 4 ft. To use as Skirt or Kickboard
ED-KTB-L8FT 8 ft. To use as Skirt or Kickboard

7R TXLFNO\ PRXQW VNLUWLQJ WR WKH GHFN V\VWHP \RX FDQ XVH WKH VSHFLDO VNL!
which enables you to easily stick Molton or other fabrics to the deck.

Productcode Length Comment

ED-SKIRT-L101 104 cm. Including Velcro Strip

ED-SKIRT-L204 207 cm. Including Velcro Strip
ED-SKIRT-L2FT 2 ft. Including Velcro Strip
ED-SKIRT-LAFT 4 ft. Including Velcro Strip
ED-SKIRT-L8FT 8 ft. Including Velcro Strip

With our special Deck to Truss adapter you are able to mount and safely secure the decks on top of a Truss structure.

Productcode Description

ED-ACC-TDC Truss on deck clamp




By connecting several decks and adding some additional items you can turn our deckg system also in very durable and stable
driveway. Ask our sales team for the possibilities.

Productcode Height Metric Height Imperial
ED-RMP-20 20 cm. 8in.
ED-RMP-40 40 cm. 16 in.
ED-RMP-60 60 cm. 24 in.
ED-RMP-80 80 cm. 32in.
ED-RMP-100 100 cm. 40 in.
ED-RMP-120 120 cm. 48 in.

By connecting several decks and adding some additional items you can turn our deckg system also in very durable and stable
driveway. Ask our sales team for the possibilities.

Productcode Product

ED-TROL-001  Trolley for Decks Standard Flat (max 15pcs.)
ED-TROL-002  Trolley for Decks Upright (max 6 pcs.)
ED-TROL-HR Trolley for handrailing (max 24pcs. 200 cm / 48 pcs

100 cm




Allgemeine Geschaftsbedingungen von Flashlight Event- und Mediatechnik AG

1. Vertragsgegenstand

Die allgemeinen Geschéaftsbedingungen gelten fir den gesamten Geschéfts-
verkehr mit dem Kunden. Abweichende Abmachungen sind nur glltig, wenn
sie durch Flashlight schriftlich bestétigt worden sind.

2. Gebrauch des Mietmaterials

Der Kunde bestétigt durch seine Unterschrift des Mietvertrags/Lieferscheins,
dass er das gesamte Mietmaterial selbst geprift hat, oder anerkennt andern-
falls die Funktionsprufung eines Flashlight-Mitarbeitenden. Nachtraglich er-

klarte Méngel werden nicht anerkannt.

Der Kunde hat alle gemieteten Geréte in sorgféltiger Art und Weise zu ge-

brauchen, alle Weisungen, die mit dem Besitz, dem Gebrauch und dem Erhalt
der Mietsachen verbunden sind zu beachten und die Wartungs-, Pflege- und
Gebrauchsempfehlungen von Flashlight zu befolgen. Jede Art von Anderun-
gen am Material durch den Kunden sind untersagt. Fir jede mehr als normale
Abnutzung ist der Kunde schadenersatzpflichtig. Die entsprechenden Kosten
zur Wiederherstellung des urspriunglichen Zustandes werden dem Kunden be-
lastet.

3. Mietdauer
Die Mietdauer betragt mindestens einen Tag.

4. Versand und Gefahrenlibergabe

Der Versand des Mietmaterials erfolgt auf Kosten des Kunden und auf dem
billigsten Versandweg, es sei denn, der Kunde hat ausdrucklich eine bestimmte
Versandart vorgeschrieben. Die Kosten, einer auf Wunsch des Kunden abge-
schlossenen Transportversicherung, gehen zu dessen Lasten.

Der Gefahrenubergang auf den Kunden tritt bei Abholung oder Lieferung
(Lieferschein) des Mietmaterials ein und erlischt bei Riickgabe oder Abholung.

5. Eigentum

Samtliches Material samt Zubehor und Kleinmaterial ist Eigentum von Flash-
light. Als Verbrauchsmaterial gilt nur, was ausdricklich als solches bezeichnet
wird.

Der Kunde darf weder durch Verkauf, noch Abtretung, noch in anderer Weise
Uber die im Eigentum von Flashlight stehenden Materialien verfiigen. Siche-
rungsiibereignung, Verpfandung oder sonstige Belastungen des Mietmaterials
sind gegenuber Flashlight unwirksam. Die Kosten von Interventionsmassnah-
men zum Schutze des Eigentums von Flashlight oder Schaden, die durch Ausfall
der Gerate, aus welchen Griinden auch immer, entstehen, werden dem Kunden
in Rechnung gestellt.

Die Firmenlogos und Schriftziige an den Materialien diirfen durch den Kunden
oder Dritte weder entfernt, abgedeckt noch tUberklebt werden.

6. Gewahrleistung

Flashlight haftet fir den funktionstiichtigen Zustand der vermieteten Materi-
alien im Zeitpunkt des Gefahrenuberganges unter Ausschluss weiterer Anspru-
che. Wahrend der Mietdauer auftretende Defekte oder Pannen sind unvorher-
sehbar; daher wird vom Kunden ausdriicklich auf jede Schadenersatzforderung
verzichtet.

/. Haftung

Der Kunde Ubernimmt die Haftung fur das Material vom Zeitpunkt des La-
gerausgangs bis zum Zeitpunkt des Lagereingangs in Regensdorf. Der Kunde
haftet vollumfénglich fiir jegliche Schaden an und von den Mietobjekten, ent-
stehend durch Transport, Witterung, Nichteinhalten der Netznormen, unsach-
gemasse Bedienung, Diebstahl, Verschmutzung usw.

Flashlight ibernimmt keinerlei Haftung fir irgendwelche Schaden, die im Zu-
sammenhang mit den Materialien, Geraten und Apparaturen entstehen. Eine
Geltendmachung weiterer Anspriiche, insbesondere auch von Folgeschaden,
ist in jedem Fall ausgeschlossen.

8. Untervermietung und Abtretung
Dem Kunden ist es untersagt, das Vertragsverhéltnis an Dritte abzutreten oder
die Mietsachen unterzuvermieten.

9. Sicherheitsvorschrift
Der Kunde verpflichtet sich, alle gemieteten Geréate Uber einen Fehlerstrom-
schutzschalter zu betreiben.

10. Lizenzen

Jede zu einem Mietgerét mitgelieferte Software darf nur zu dessen Betreibung
benutzt werden. Jedes Kopieren oder Verdussern der Software ist untersagt.
Bei Zuwiderhandlung des Kunden oder Dritten halt der Kunde Flashlight von
allen Schadensersatzanspruchen der Lizenzinhaber frei, indem der Kunde den
Anspruch selbst befriedigt oder auf eigene Kosten und Gefahr abwehrt.

11. Bewilligungen

Bewilligungen, Konzessionen, SUISA-Gebihren und jede andere Art von
Auffuhrungslizenzen besorgt der Kunde auf eigene Kosten und hat alle
damit verbundenen Auflagen zu tragen. Wird die Mietsache wegen diesbezug-
licher Verletzung des Kunden konfisziert oder mit Pfand belegt, ist der Kunde
Flashlight dafur vollumfanglich schadenersatzpflichtig.

2. Versicherung
Das Versichern des gesamten Materials samt Zubehor gegen Feuer-, Wasser-,
Vandalen- und Elementarschaden, Beschadigungen sowie Diebstahl ist Sache
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3. Diebstahl / Transportschaden

Bei Diebstahl oder Abhandenkommen des Mietmaterials ist der Kunde ver-
pflichtet, einen Polizeirapport erstellen zu lassen. Bei Feststellen von Trans-
portschaden hat der Kunde beim Frachtfihrer eine Bestandesaufnahme zu
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4. Reparatur und Unterhalt
Allféllige wahrend der Mietzeit notwendigen Unterhalts- und Reparaturarbei-
ten an den Mietgegenstanden darf der Kunde nur von Flashlight oder einer
von Flashlight bezeichneten Drittperson durchfuihren lassen.

5. Zahlungshinweis
Der Mietpreis und die Konditionen bestimmen sich geméss Offerte / Auftrags-
bestatigung und verstehen sich exkl. MwSt. Der Mindestmietbetrag betragt
Fr. 50.—. Die Rechnungsbetrage werden netto, soweit nichts anderes vereinbar,
innert 20 Tagen ab Rechnungsstellung fallig.

Die Mieten fuir Abholanlagen sind grundsétzlich beim Abholen der Mietgegen-
stande zu bezahlen. Zusatzlich zur Mietgebuhr ist ein Depot von mindestens
Fr. 100.- zu hinterlegen (je nach Mietgegenstand kann dieses auch héher sein).
Dieses Depot wird bei Ruckgabe des Mietmaterials zurtickbezahlt, unter Ab-
zug allfalliger Defekte und einer Umtriebsentschédigung bei verspéteter Riick-
gabe. Die Haftung des Kunden ist nicht auf die Hohe des Depots beschrénkt.

16. Miete inkl. Personal

Bei Mieten inkl. Personal und Transport ist grundsétzlich 50% des Pauschal-
betrages 14 Tage vor der Veranstaltung fallig. Ist diese Vorauszahlung nicht
geleistet worden, behalt sich Flashlight das Recht vor, den Auftrag nicht aus-
zufiihren. Die restlichen 50% sind wahrend der Veranstaltung bar (bis 24.00
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7. Rucktritt / Annullierung
Annulliert der Kunde eine bereits bestétigte Miete / Auftrag, betragen die
Annullationskosten:
bis 30 Tage vor Mietbeginn: 25% von der Gesamt-Auftragssumme
bis 10 Tage vor Mietbeginn: 50% von der Gesamt-Auftragssumme
bis 3 Tage vor Mietbeginn: 75% von der Gesamt-Auftragssumme
danach 100% von der Gesamt-Auftragssumme.

Bereits ausgefiihrte Vorbereitungsarbeiten wie auch speziell bestellte oder an-
gefertigte Materialien, Gerate und Zubehdr werden in jedem Fall voll verrech-
net. Ebenso Mietausfélle, die durch die urspriingliche Materialreservationen
entstanden sind.

8. Ruckgabe des Mietmaterials
Die schriftlich vereinbarte Mietzeit ist einzuhalten. Retourniertes Material wird
von Flashlight getestet. Flashlight behalt sich das Recht vor, wahrend 3 Tagen
nach Retournierung des Mietmaterials, bei Defekt, auf den Kunden Regress zu
nehmen. Die allfélligen Reparaturkosten werden in Rechnung gestellt.

Nicht retourniertes oder beschadigtes Mietmaterial wird zum Wiederbeschaf-
fungspreis, resp. Wiederherstellungspreis dem Kunden in Rechnung gestellt.

9. Vorzeitige / Verspatete Riuckgabe
Bei vorzeitiger Retournierung des Mietmaterials hat der Kunde keinen An-
spruch auf Ruckerstattung der Mietgebuhren. Wird das Material zu spét re-
tourniert, so lauft die Miete automatisch weiter und der Kunde ist verpflichtet,
die Mehrkosten geméass Mietpreisliste Flashlight zu bezahlen. Zudem behalt
sich Flashlight das Recht vor, das Mietmaterial ohne vorherige Ankiindigung
unter Verrechnung samtlicher Spesen zurtickzuholen.

20. Materialverkauf

Verkauft Flashlight dem Kunden Neu- oder Occasionsmaterial, bleibt dieses bis
zu dessen vollstandigen Bezahlung im Besitz von Flashlight. Der Kaufpreis ist
per Abholung fallig. Ubergabe erfolgt ab Lager Regensdort.

1. Anwendbares Recht

Samtliche Geschéftsbeziehungen unterstehen dem Schweizerischen Recht.
Ausschliesslicher Gerichtsstand ist Dielsdorf / ZH.

© by Flashlight Event- und Mediatechnik AG, Mérz 2018
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